
THE MIDI PIPE HANDLER
The Midi Pipe Handler accommodates pipe 
diameters from 40 to 180mm and attaches to a 
typical 3 tonne excavator.

The Midi Pipe Handler has a fixed J-shape lower
jaw to allow side-loading of the PE. It cradles the 
pipe whilst the hydraulic upper jaw clamps the 
pipe and inserts it into the host pipe using the 
hydraulic power of the excavator.

Ideal for use with sticks or coils of PE.

THE PIPE HANDLER
Three models handle the following pipe diameters:

•  The 355 model accommodates pipe from 180
   to 355mm and fits a typical 5-8 tonne excavator.

•  The 500 model handles pipe from 400 to
   500mm and fits an 8 tonne excavator.

•  The 630 model takes 560 to 630mm pipe 
   and fits an 8 tonne excavator.

The Pipe Handler

The Midi Pipe Handler

355 model inserting 250mm PE stick

Pipe Handlers GAS SOLUTIONS

The process of inserting PE pipe is now
made easier, safer and faster with the 
use of our range of Pipe Handlers.

Attached to the quick hitch or standard bucket 
pins of most common hydraulic excavators, 
Steve Vick International’s Pipe Handlers are 
designed to grip the PE, position it in the 
excavation and insert the pipe. The entire 
operation is controlled from the cab, avoiding 
the need for operatives to handle the pipe or 
enter the trench.

There are five models in the range handling pipe 
diameters from 40 right up to 630mm. Each 
model is capable of handling various diameters 
using shell inserts.

All models are capable of inserting pipe at up 
to 10 metres per minute with typical lengths 
pushed being 150 to 500 metres plus.

A range of Pipe Handlers which attach to an excavator arm to 
manoeuvre and insert PE pipe



 

BENEFITS OF STEVE VICK PIPE HANDLERS

•  Connect to the arm of most common hydraulic excavators

•  Safer and more efficient than using an excavator bucket and 
   sling to insert pipe

•  One-stage set up for the entire insertion operation

•  Simple to operate

•  All loading, manoeuvring and inserting operations controlled 
   from the cab

•  Insertion speeds of up to 10 metres per minute achievable

•  Lengths of 500 metres plus can be pushed at one time

•  Pushing operation can be reversed to pulling if required

•  Low maintenance - designed for rugged pipe-laying
   environment

•  Require no increase in normal excavation size

•  Shell inserts available to reduce pipe-handling diameter

Available for 
PURCHASE
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THE MINI PIPE HANDLER
For use with a typical 1.5 to 3 tonne excavator, the lightweight 
Mini Pipe Handler is designed to handle and insert pipe from 40 
to 125mm diameter.

Its design is similar to the Midi Pipe Handler with a fixed 
J-shape lower jaw which allows easy side-loading of the PE
and hydraulically operated upper jaws.

The Steve Vick International Mini Pipe Handler is the only 
small diameter handler on the market to fit single and dual fed 
hydraulic excavators.

The Mini Pipe Handler
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