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Another Problem Solved by PipeServ 

Location:     Australia  
                                    

Application: Gas Transmission Pipeline Repair 
 

PipeServ are able to offer a solution for repairs to high 

pressure gas transmission pipeline owners & operators.  

We the use of RAMFILL epoxy filled steel sleeves, many 

repairs can be completed without the need for 

shutdown and/or hot tapping, stopple and bypass lines.  

RAMFILL Sleeves are available in a range of designs:                                                                                               

Type A:       For external anomaly or wall loss.           

Type A+RE: Designed for thin wall pipelines.        

Type B:       For internal, external anomalies and leaks. 

Type B+RE: Epoxy filled reinforced sleeves.          

The “RE” sleeves are designed and manufactured with 

an oversize belly to encapsulate any defect or ovality 

(dent, valve, flange, elbow, fitting) needing repair. The 

sleeve annulus is then filled with RAM (100% solids) 

liquid epoxy. This epoxy filler providing added integrity 

in corrosion protection, leak sealing and load transfer 

from pipeline to sleeve.  

These photos are from a recent application. Once the 

sleeves were welded, PipeServ assisted in the pumping 

of RAM epoxies and application corrosion coatings 

prior to backfilling. This repair is permanent, completed 

on-line and no interruption to gas supply.  

Nominal Pipe Size:     DN1050                            

Nominal Wall Thickness:   14.10mm                                                        

Design Pressure:              1480 PSI                            
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