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Another Problem Solved by PipeServ 

Location:     Australia  
                                    

Application: Hot Tap Fitting Encapsulation 
 

PipeServ was able to offer a solution to a gas pipeline 

owner using RAMFILL epoxy filled steel sleeves. This 

“thin wall” gas pipeline had been fitted with bolt-on 

tapping fittings in previous works but these were 

considered temporary.  

The solution offered by PipeServ was to encapsulate 

both fittings with a RAMFILL epoxy filled steel sleeve. 

RAMFILL have (at the request of PipeServ) designed 

and tested a repair sleeve for use on ANSI Class 600# 

“thin-wall pipelines”. These tests were then witnessed 

and certified by ABS Group Services.   

With the assessment and approved by the pipeline 

owner; PipeServ was asked to assist in the manufacture, 

supply and installation of the RAMFILL sleeve.  

The sleeve was designed to encase two hot tap fittings. 

Welding of the longitudinal seam was completed before 

the ends sealed with RAM paste (no welding to the 

pipeline). The pipe to sleeve annulus was then filled 

with RAM (100% solids) liquid epoxy. This epoxy filler 

providing for corrosion protection, leak sealing and load 

transfer from pipeline to sleeve. This repair is 

permanent, completed on-line and no loss of supply.  

Nominal Pipe Size:  DN100                            

Nominal Wall Thickness: 3.20mm                                                        

Operating Pressure:  1050kPa                            
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